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TECHNICAL DATA

Drill rod type EL D80 ACS EL D80 JCS

Pulling force| Thrust force 160 kN

Max. Torque 5.500 Nm (outer rods)  
1.200 Nm (inner rods)

5.500 Nm

Max. spindle speed 200 rpm (outer rods)  
405 rpm (inner rods)

200 rpm

Flow rate HD Bentonite pump P72 400 l/min

Bentonite pressure P72 90 bar

Rod magazine capacity 210 m (combi-box)

Effective Rod length 3 m

Number of rods 70 St.

Rod diameter Ø 81/68 mm

Min. drilling radius 35 m

L x W x H (transport position) 6.700 x 2.350 x 2.620 mm

L x W x H (working position with swivelled out cabin) 7.150 x 3.050 x 3.150 mm

Weight 16.300 kg 15.775 kg

Drive motor/engine manufacturer Cummins

Engine type B4.5-C165

Exhaust emission standard Stage V

Max. Engine power 123 kW

Fuel tank capacity 180 l

Angle of inclination 0 – 30°

Data subject to change
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The GRUNDODRILL 16ACS extends the TRACTO range of rock 
drilling rigs with a 160 kN performance class model designed 
for a variety of challenging HDD drilling applications. With its 
tried-and-tested technology, high drill rod capacity and rod  
variants for jet and rock drilling, the GRUNDODRILL 16ACS  
can be used in loose rock and solid rock alike. This makes it  
an economically attractive solution for a variety of project 
requirements. 
 
FLEXIBLE & COST-EFFECTIVE 
With a rod capacity of 210 m, the GRUNDODRILL 16ACS has 
the highest capacity in its performance class. This enables long 
sections to be drilled without the need for additional rod hand-
ling. Individual rods can be easily reloaded as required.  

The EL D80 rods for rock and jet drilling have a minimum drilling 
radius of 35 metres, facilitating set-up and initial penetration 
in confined spaces. The fully automatic bore control system 
includes automatic rod changing and lubrication. This ensures 
consistent workflows and reduces the workload on the machine 
operator. 
 
SAFE & COMFORTABLE 
A robust undercarriage and two stabilisers ensure the machine 
is safely aligned and has a stable footing. The GRUNDODRILL 
16ACS can also be manoeuvred and set up remotely using a 
radio control. The rotatable, air-conditioned comfort cabin is 
designed to meet the operator’s needs during everyday con-
struction site operations. 


